
1) Remove lens plate

7) Install the focus carriage
back onto the X-Rail. Do this
by hooking the bottom wheel
first, as shown in photo, and
then twist and lift up on carriage
until the top two wheels clear
the rail. Move carriage so top
two wheels are over rail and
then let go of carriage.

6) Using a 5/16 nut driver,
screw the bearing assembly
back onto the focus carriage.
DO NOT TORQUE DOWN;
the axles only need to be snug
otherwise you take a chance
on breaking the axles or
stripping the threads.

5) Assemble X-Bearings
according to the above
illustration.

The complete assy. should consist of a bearing,
wave washer and axle as shown. Do not loose the
wave washer, it is critical that it is in place.

4) Remove the X-Bearing
from the axle keeping the
axle head facing down, as
shown in picture, so the
wave washer will not fall off.

2) Remove focus carriage
by lifting straight up from
the bottom. Once the top
two bearings clear the rail,
tilt the carriage back.

3) Using a 5/16 nut driver,
remove each bearing axle
keeping the bearing assy.
on the axle.
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This is what the carriage
should look like on the rail.
You should not be able to
see the bottom wheel, the
carriage should move
smoothly along the rail with
no slop.

The above picture shows
the carriage being on the
wrong way.

Bearing in wrong
position.

8) Install lens assembly.


